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                                  STATUS INDICATOR  
                                   
                                                 Descriptions               

MV2917-I-H-1”-6K is a 2-Color Pressurized to Actuate, Panel Mounting Auto-Reset type Indicator,  to provide visual verification of the 

pressure status in a system. 
  In state 1, IN port depressurized, the indicator appears Red.  

   In state 2, IN port pressurized, the indicator appears Green. 
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Ordering Ref :  MV2917-I-H-1”- 6K 

                       
 

               Specification 

Control Application 

2-Color to provide visual verification of the pressure status in a system 

Pressurized To Actuate 

Auto Reset Type 

Port Connection Size IN Port: 1/4"-18 NPT F 

Exterior Shape Circular Ø40.0mm( 1 ” ) 

Panel Hole Size Ø 26.0 mm (1   ) 

Net Weight 220 gm 

Working Media Oil 

Max Working Pressure  6,000psi(413.6bar) 

Temperature Range -30 to 120°C  
Other Temperature Ranges available. Consult Factory 

Material(Valve Body) 316 L 

Lens Material  Acrylic  

Seal Material(Standard) Nitrile Rubber(NBR) 
Other Seal Material are Available Upon Request 

Classification (Color Setting point) 

 

Standard Optional 

Ordering Ref NO        MV2917-I-H-1”-6K 

 

 

         165psi (11.38bar) 

MV2917-I-H-1”-6K-(80)            MV2917-I-H-1”-6K-(130)             MV2917-I-H-1”-6K-(190) 

 

 

     80psi (5.52bar)                      130psi (8.96bar)                         190psi (13.10bar) 

 

Pressurized Indication Color Setting 

                                ** Measurement stated are with tolerance of +/-10%. Optional Parts/Material are available upon request. 

                                INDICATOR STATUS 
 

STATE COLOR STATUS 

1 RED DEPRESSURIZED 

2 GREEN PRESSURIZED 

 


