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VENT PLUG 
                                        

                                       Descriptions 

 Vent Plugs to be threaded into the exhaust port to keep out bugs or debris in the surrounding of the valves from entering                                     

the open port of the valve. 
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             Specification                                                                                           

Working Media Air / Oil 
 
Distinctions 
 
  Ordering Ref no         Port Connection Size                    Orifice Size                 Micron Rating 
  
     MV VP250S :                                                                             
                                       Form of thread (A): ¼”-18NPT M       Ø7.5mm (  )       250 μM(Microns)                                                                                                                    

                                       Hexagon head (B): 5/8”×5.5mm                                        
     MV VP250B  :                              
    MV VP375S   :                                                                              
                                       Form of thread (A) : 3/8”-18NPT M    Ø7.5mm (  )       375 μM(Microns) 

                                       Hexagon head (B) : ¾”×5.5mm 
     MV VP375B :                                                                           
     MV VP500S :                                                                              
                                        Form of thread (A) : ½”-14NPT M       Ø9.9mm(  )          500 μM(Microns) 

                                        Hexagon head (B) : 7/8”×6.35mm 
     MV VP500B :                                                                           

Max Working Pressure 10,000psi (689.4 bar) 

 Temperature Range - 30°C to 120°C  
Other Temperature Ranges available. Consult Factory 

 Material(Valve Body) 316 L / Brass  

Filter Element Material 
Stainless Steel , wire mesh or metal fibre 
There are three kinds of materials for select, kindly states 
when ordering 

Micron Rating 
(Standard) 

375 μM(Microns) 
Other Micron Rating are Available, Consult Factory 

Ordering Ref No MV VP250S & MV VP 250B                                             MV VP375S & MV VP375B                                                                               MV VP500S  & MV VP500B 
  

                 15gm                                                                                                      30gm                                                                                                             50gm 
Net Weight 

                            ** Measurement stated are with tolerance of +/-10%. Optional Parts/Material are available upon request.  
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